
Design a ROCKET Injection System 
Step 1: Choose # of Chemicals

Step 2:  ARE YOU USING QUICK CONNECTS?

Step 3: DETERMINE FLOW RATE FOR YOUR CHEMICAL APPLICATION

Step 4: HOW MANY CHEMICALS NEED AIR INJECTION?

S4B.40 464M3.16.3D

STANDARD BRASS - 492M3.8.3D
METERING BRASS - 492M3M.8.3D
STAINLESS - 492MSS3.8.3D
STAINLESS METERING - 
492MSS3M.8.3D 

STANDARD BRASS - 492M4.8.3D
METERING BRASS - 492M4M.8.3D
STAINLESS - 492MSS4.8.3D
STAINLESS METERING - 
492MSS4M.8.3D 

STANDARD BRASS - 492M5.8.3D
METERING BRASS - 492M5M.8.3D
STAINLESS - 492MSS5.8.3D
STAINLESS METERING - 
492MSS5M.8.3D 

1.1 GPM
Standard
Single - 211.057
Dual - 221.057
QC - 311.057

1.7 GPM
Standard
Single - 211.070
Dual - 221.070
QC - 311.070

3.4 GPM
Standard
Single - 211.098
Dual - 221.098
QC -311.098

2.4 GPM
Standard
Single - 211.083
Dual - 221.083
QC - 311.083

4.3 GPM
Standard
Single - 211.116
Dual - 221.116
QC -311.116

2.6 GPM
Standard
Single - 211.086
Dual - 221.086
QC - 311.086

5.3 GPM
Standard
Single - 211.125
Dual - 221.125
QC -311.125

464M4.16.3D

QC Adapter
21.RQCC

464M5.16.3D


