
Self Serve
Car Wash

NEW D14MZ-D Series
Chemical Metering Dispensers

Dosatron’s NEW D14MZ-D Car Wash Series and the D25RE1500-D are the 
perfect fit for the self serve car wash. The water-powered Dosatron provides 
accurate car wash chemical dispensing while cutting your cost-per-car, and the 
units automatically compensate for flow and pressure changes providing 
consistent, repeatable results. The new series offers: 

• Metal free and simplified piston
• Viton seal and o-rings
• Polypropylene housings
• Easy-to-adjust ratio stem

Our dispensers are great for:

• Presoaks
• Detergents/soaps
• Drying agents
• Bug remover
• Waxes

To discover more about the new 
Dosatron Car Wash Series call 
800-523-8499.

To learn more about Dosatron call

800-523-8499
or visit

www.dosatronusa.com
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UNIT SPECIFICATIONS

All units include: mounting bracket, suction tube, and weighted strainer. 
Please review the basic installation drawing for recommended accessories. 

MAXIMUM TEMPERATURE: 104 °F

Basic Installation

Customer Service
At Dosatron, we stand behind our 
units. Our world-class customer 
service team 
is always 
ready to 
assist you 
with service 
and support, for as long as you own 
your Dosatron.

Not sure what unit fits your 
needs? Give us a call for unit 
recommendations.

Want an easy preventive 
maintenance reminder? Sign up 
at www.dosatronusa.com/pm for 
Dosatron’s free Preventive 
Maintenance Program.

Ready to order? Call 
800-523-8499 for a distributor 
near you. 

D14MZ-D SERIES IS FOR PRESOAKS, DETERGENTS, POLISHES, WAXES AND HYDROFLUORIC ACID. 
D25-D SERIES IS FOR WAXES AND DRYING AGENTS, NOT FOR USE WITH HYDROFLUORIC ACID COMPOUNDS.

ITEM DESCRIPTION

CV34-PH Check Valve

AKF5AP11T T-Filter

PR34 Pressure Regulator

ACCESSORIES

PRE-PLUMBED SYSTEM
D14MZ-D Self Serve Panel

MODEL D14MZ2-D D14MZ5-D D14MZ10-D D25RE1500-D

MAX. FLOW 14 GPM 14 GPM 14 GPM 11 GPM

MIN. FLOW 0.05 GPM 0.05 GPM 0.05 GPM 0.05 GPM

DILUTION RANGE 500:1 to 50:1 200:1 to 20:1 100:1 to 10:1 1500:1 to 500:1

PRESSURE RANGE 4.3 to 85 PSI 4.3 to 85 PSI 7 to 85 
PSI 4.3 to 85 PSI

CONNECTIONS 3/4” NPT 3/4” NPT 3/4” NPT 3/4” NPT

All
Purpose

Dispensers


